

Nikander, A 2017, 'Development of Modern Phase Earthing System for Improving Quality of Supply in MV Network' IEEE Transactions on Power Delivery, vol 32, no. 3. DOI: 10.1109/TPWRD.2015.2506820


Raappana, MJS, Polojärvi, V, Aho, T, Aho, A, Tukiainen, A, Hytönen, L, Isoaho, R & Guina, M 2016, 'Electrical isolation of dilute nitride solar cells by wet etching' Paper presented at Optics and Photonics days, Tampere, Finland, 16/05/16 - 18/05/16, .


Tukiainen, A, Aho, A, Polojärvi, V, Aho, T, Raappana, M, Isoaho, R & Guina, M 2016, 'High-efficiency III-V solar cells: From drawing board to real devices' Paper presented at Optics and Photonics days, Tampere, Finland, 16/05/16 - 18/05/16, .

Aho, TA, Aho, A, Tukiainen, A, Polojärvi, V, Raappana, M & Guina, M 2016, 'Increasing the quantum efficiency of GaInNAs solar cells by advanced optical design' Paper presented at Optics and Photonics days, Tampere, Finland, 16/05/16 - 18/05/16.


Siddiqui, B, Pakonen, P & Verho, P 2015, A Versatile Solution for Continuous On-line PD Monitoring. in 2015 IEEE Innovative Smart Grid Technologies - Asia (ISGT Asia),. 301, 2015 IEEE Innovative Smart Grid Technologies - Asia (ISGT Asia), IEEE PES Innovative Smart Grid Technologies Asian Conference, United States, 1 January. DOI: 10.1109/ISGT-Asia.2015.7387157

Raipala, O, Repo, S & Järventausta, P 2015, Performance analysis of Q-f droop anti-islanding protection in the presence of mixed types of DG. in 2015 IEEE Innovative Smart Grid Technologies - Asia (ISGT Asia),. 357, 2015 IEEE Innovative Smart Grid Technologies - Asia (ISGT Asia), IEEE PES Innovative Smart Grid Technologies Asian Conference, United States, 1 January. DOI: 10.1109/ISGT-Asia.2015.7387060


Marjakangas, JM, Lakaniemi, AM, Koskinen, PEP, Chang, JS & Puhakka, JA 2015, 'Lipid production by eukaryotic microorganisms isolated from palm oil mill effluent' Biochemical Engineering Journal, vol 99, pp. 48-54. DOI: 10.1016/j.bej.2015.03.006

Sitbon, M, Schacham, S, Suntio, T & Kuperman, A 2015, 'Improved adaptive input voltage control of a solar array interfacing current mode controlled boost power stage' Energy Conversion and Management, vol 98, pp. 369-375. DOI: 10.1016/j.enconmanagement.2015.03.100


Järventausta, P 2015, Smart Grids with Large-Scale Implementation of Automatic Meter Reading: Experiences from Finland. in Handbook of Clean Energy Systems. John Wiley & Sons. DOI: 10.1002/9781118991978.hces129


Mönkäre, TJ, Palmroth, MRT & Rintala, JA 2015, 'Stabilization of fine fraction from landfill mining in anaerobic and aerobic laboratory leach bed reactors' Waste Management, vol 45, pp. 468-475. DOI: 10.1016/j.wasman.2015.06.040


Bayr, S, Ojanperä, M, Kaparaju, P & Rintala, J 2014, 'Long-term thermophilic mono-digestion of rendering wastes and co-digestion with potato pulp' Waste Management, vol 34, no. 10, pp. 1853-1859. DOI: 10.1016/j.wasman.2014.06.005


Mustonen, S, Raiko, R & Luukkanen, J 2013, 'Bioenergy consumption and biogas potential in Cambodian households' Sustainability, vol 5, no. 5, pp. 1875-1892. DOI: 10.3390/su5051875


Özkaya, B, Cetinkaya, AY, Cakmakci, M, Karadag, D & Sahinkaya, E 2013, 'Electricity generation from young landfill leachate in a microbial fuel cell with a new electrode material' Bioprocess and Biosystems Engineering, vol 36, no. 4, pp. 399-405. DOI: 10.1007/s00449-012-0796-z


